
E - C O M P A C T

Sirocco
(Industrial Warm Air Heater)

Commercial users can avail of the UK 

Governments 20 year RHI programme 

getting paid thousands of pounds 

annually to heat ones premises.

The E-Compact Sirocco is a compact ‘plug & play’ biomass heating 

solution used to heat industrial premises in a sustainable low cost 

manner.

The Sirocco is a warm 

Mediterranean air stream 

that originates in Africa. 

The E-COMPACT Sirocco 

provides up to 60kW of 

warm air to warehouses, 

factories, retail outlets 

and workshops.



Each Sirocco comes with the 

following features as standard:

•	 	RHI	Compliant	Pellet	Boiler

•	 	300	litre	Buffer	Tank

•	 	2no	WILO	Yonis	Maxo	25/(0.5	–	7)

•	 	Digital	Time	Clock

•	 	Option	of	Bulk	Fill	(Auger	or	Suction	

System)

•	 	E-Compact	i-Gen	Controller	–	touch	

screen, remote monitoring and 

diagnostics, fuel usage reports, etc.

•	 	Volcano	VR2	Fan	(30-60kW)

•	 	Fan	has	manual	and	automatic	options

•	 	Hot	and	cold	air	options

•	 	Proprietary	multi-directional	rotating	

fan heater

Fan Performance

Ambient Air Temp Boiler Temp Δ Power Level 5 
(kW Output)

Power Level 1 
(kW Output)

0°C 90/70 60.5 14

0°C 80/60 49.1 12.1

5°C 90/70 53.5 13.1

5°C 80/60 45.2 11.1

10°C 90/70 49.6 12.2

10°C 80/60 41.4 10.3

* Fan gives out 5200 cubic m/hr at Power Level 5
* Fan gives out 700 cubic m/hr at Power Level 1

M A n u F A C T u r e r s  O F  r e n e W A b L e  h e A T i n g  P r O d u C T s

Technical Specifications E-Compact 
40kW

E-Compact 
60kW

nominal (Max) rated Output - kW 42.5 60

reduced rated Output (30%) - Kw 12 12

boiler Class 5 5

Efficiency at Nominal Output - % 94 94

Test standard en303-5:1999 en303-5:1999

Water Capacity - litres 76 76

Waterside resistance - mbar 35 35

Operating Temperature range - °C 60-85 60-85

recommended return Temperature 60 60

Maximum Operating Pressure - bar 2 2

Flue gas Temperature at Maximum rated Output 175 175

Flue gas Temperature at reduced rated Output 110 110

Flue Oulet diameter - mm 140mm 140mm

recommended Flue diameter - mm 150mm 150mm

nox g/gJ (rhi requirement <150) 111 111

Flue draft required at reduced/nominal Output - Pa Oct-25 Oct-25

Fuel 6mm  
Wood Pellets

6mm  
Wood Pellets

Fuel standard enPlus - A2 enPlus - A2

Water Flow Connection - inch 1¼” (dn 32) 1¼” (dn 32)

Water return Connection - inch 1” (dn 25) 1” (dn 25)

Water drain Connection - inch 1” (dn 25) 1” (dn 25)

Safety Valve / Air Vent Connection - inch ½” (dn 15) ½” (dn 15)

Electrical Supply 230V 50Hz 0.6A 230V 50Hz 0.6A

Current at start-up - Amp 2.5A 2.5A

Auxilliary Power at Reduced / Nominal - Watts 132 - 417W 132 - 417W

Standby Power - Watts 6.7W 6.7W

heating Power range 30-40 30-60

Air reach (Max) - Meters 25 25

Air distarge (Max) -  m3/hr 5200 5200

Total Dry Weight (Full System) - kg 515 540
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Multi-directional	Fan

booths hal l ,  Chelford road,  
Knutsford, england WA16 8gs
Tel /  Fax:  00 44 161 2617497

www.woodenergysolut ions.co.uk
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